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   2. TIE-WRAPS USED TO TIE BACK EXCESS CHAIN.
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B ADD 2EA GUB-4240, 6EA TW5001 MSM 08/26/10
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ITEM PART NO. DESCRIPTION QTY. WEIGHT
1 CM.01 CHAINMOUNT ANCHOR 2 5.85 LBS
2 CM.03 CHAIN LOCK 2 0.20 LBS
3 CM.04 1/2" X 6" Under Jaw Turnbuckle 2 0.68 LBS
4 PMSL05 14" L-Bracket 2 13.44 LBS
5 GWL-04 1/2" GALV LOCK WASHER 2 0.01 LBS
6 GN-04 1/2" GALV HEX NUT 2 0.02 LBS
7 GUB-4240 1/2" X 2-1/2" X 4" GALV U-BOLT 4 0.72 LBS
8 GB-0516A 5/8" X 1-3/4" GALV BOLT KIT (A325) 4 0.24 LBS
9 GWF-05 5/8" GALV FLAT WASHER 4 0.02 LBS

10 MT-XXX 2.375" OD PIPE (SEE TABLE) 1 -
11 SEE TABLE G-43 CHAIN (SEE TABLE) 2 -
12 TW5001 15" TIE-WRAP 6 -
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PART NUMBER WEIGHT PIPE QTY CHAIN CHAIN LENGTH
CML-30S-B 67.43 LBS NONE 0 G4-0-96 8ft
CML-30S-72 89.23 LBS MT-651 1 G4-0-96 8ft
CML-30S-96 96.76 LBS MT-651-96 1 G4-0-96 8ft
CML-60S-B 79.43 LBS NONE 0 G4-0-192 16ft
CML-60S-72 101.23 LBS MT-651 1 G4-0-192 16ft
CML-60S-96 108.76 LBS MT-651-96 1 G4-0-192 16ft


