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Notice: CommScope disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: CommScope no acepta ninguna obligación ni responsabilidad como resultado de prácticas incorrectas o peligrosas de instalación, inspección, mantenimiento 
o retiro. Avis : CommScope décline toute responsabilité pour les conséquences de procédures d’installation, d’inspection, d’entretien ou de retrait incorrectes ou 
dangereuses. Hinweis: CommScope lehnt jede Haftung oder Verantwortung für Schäden ab, die aufgrund unsachgemäßer Installation, Überprüfung, Wartung oder 
Demontage auftreten.
Atenção: A CommScope abdica do direito de toda responsabilidade pelos resultados de práticas inadequadas e sem segurança de instalação, inspeção, 
manutenção ou remoção. Avvertenza: CommScope declina eventuali responsabilità derivanti dell’esecuzione di procedure di installazione, ispezione, manutenzione 
e smontaggio improprie o poco sicure.
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Tightening of hardware
It is recommended that all hardware is tightened to the torques specified in table 3.
The integrity of the completed assembly depends on all fasteners being properly tightened.

Table 3: Fastener Torque Specifications
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Tools Required M6 M8 M10
Ring and Open spanner (A/F) 10mm 13mm 17mm

Torque Wrench 7.7Nm - 38Nm

Sockets (A/F) 10mm 13mm 17mm

Fastener material
Fastener size

M6 M8 M10

Stainless Steel
N-m 7.7 19 38

lbf-ft 5.7 14 28



Supplied Components
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Item Description Remarks

A Shield Assembly Set
A1 Shield Assembly (part number *-1)

A2 Shield Assembly (part number *-2)

A3 Shield Assembly (part number *-3)

A4 Shield Assembly (part number *-4)

C Joint Plate

D Shield Hardware Kit
M10 x 30 Hex Hd Screw - sst, pass

M10 Nut  - sst, pass

M10 Flat Washer - sst, pass

M10 Large Flat Washer - Alum

M10 Lock Washer - sst, pass

M6 x 16 Flanged Hex Hd Screw - sst, pass

M6 Flanged Nut - sst, pass

M8 x 25 Hex Hd Screw - sst, pass

M8 Large Flat Washer - sst, pass

M8 Lock Washer - sst, pass

M8 Nut - sst, pass

Gasket Clip

RF Gasket Material
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Shield assembly number sequence (Absorber face up)
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ATTENTION
shield overlap
arrangement

44

A2A1

A3

A4

Match numbers 
on shield edging

 2

Rim

Absorber Shield segment

Push shield segment behind rim
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Flat washers

Lock washer

Nut
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Loosely assemble shields to 
allow adjustment on the 
reflector

Take care to avoid damage
Carefully peel back RF 
absorber to insert fasteners
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Red Tape

Support Reflector
Keep clear of ground

Remove wood spacers

Squeeze clip onto RF gasket and 
hook it onto a flange bolt

D

Overlap RF gasket 
ends and remove 
wood spacers

Fit gasket material 
between shields and 
reflector around the 
entire circumference 

Loosely add
flange hardwareInsert wood spacer

at each seam

Red tape marker
indicates top of shield

Red tape marker
indicates top of antenna

Flat washers

Lock washer

Nut

D
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M10 - Tighten to a
torque of 38Nm 5%

M6 - Tighten to a
torque of 7.7Nm 5%

M8 - Starting at the middle of each 
segment tighten to a torque of 19Nm 5%
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