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HELIAX®  
Discrete 

Separate fiber and power cables run from  
shelter/cabinet to tower-top equipment.

HELIAX®  
Fiber distribution closure (HFDC) 

Ease of deployment, future-ready fiber density and
environmental protection

HELIAX®  
Trunk-to-breakout box  

Hybrid fiber/power trunk terminates at the breakout box.

Applications

Tower, rooftop and small cell deployments requiring design flexibility and 
lower initial cost. Highly customizable with familiar installation process. 

Enables network owners to protect and grow their fiber
distribution network with confidence and efficiency.

Excellent balance of deployment speed, flexible design and 
upgradability; one trunk supports up to eight RRUs and/or antennas.

Features and benefits
Reduce cost and time: 
• Cables precut to length reduces material cost, speeds ground prep

Customize solution:
• More connector options, best-fit solution 

Flexible upgrades:
• Enables a pay-as-you-grow approach

Modular, fiber-dense design:
• Standard capacity of 24 fibers is easily increased to 48 fibers; 

Unique gel cable holder allows easy integration.

Ease of installation/upgrade:
• Without a need for special tools and mitigates fragile fiber connec-

tors to pass through narrow glands; Standard box is bottom-fed; 
Supports pedestal, hand-hole, pole and strandmount applications.

Reliability:
• Higher-than-average IP rating of 68; Non-metallic construction 

improves PIM performance; Patented gel-seal technology

Faster installation:
• Only one cable to prep and pull, one installer

Future ready:
• Single, lighter trunk lets you add more equipment without over-

loading the tower; add/replace jumpers to upgrade capabilities

• Moderate labor intensity

Sustainable design:
• Streamlined design minimizes packaging, production, 

transportation and materials use

Visit our website to explore our solutions 

To learn more about the best solution for your network needs, contact your local CommScope representative today!

屋外光ファイバー(FTTA: Fiber-to-the-antenna)ソリューション 

HELIAX® 
ディスクリート 

キャビネットからタワートップ設備までのファイ
バーと電源ケーブルを別々に敷設

HELIAX®   
ファイバー配線クロージャ(HFDC) 

今後拡張が可能、展開が容易、高密度ファイバー、 
環境保護に配慮

HELIAX®    
トランクツーブレイクアウトボックス 

ハイブリッドファイバー/パワートランクをブレイクア
ウトボックスで終端

アプリケーション

特徴と利点

柔軟性とコスト削減が必要なタワー、屋上、スモールセル配備。 
通常の設置プロセスのままで、高度にカスタマイズ可能です。

ファイバーネットワークを確実に、効率的に保護し、 
拡張できます。

配備が迅速、柔軟な設計とアップグレードの優れたバランス。1つのト
ランクで8つまでのRRUおよび(または)アンテナをサポートできます。

コストと時間を節約:  
• プリカットケーブルで材料コストを削減し、準備を促進
ソリューションをカスタマイズ: 
• コネクターオプションが豊富、最適なソリューション
柔軟なアップグレード: 
• 成長にあわせたコスト負担

高密度ファイバーモジュール設計:  
• 標準キャパシティ24本のファイバーから48本のファイバーに容易に

増量可能。オリジナルジェルケーブル・ホルダーは統合が容易です。
設置/アップグレードの容易さ: 
• 特別なツールの必要なく、狭い配管に通す脆弱なファイバーコネク

ターの数を減らします。標準ボックスはボトム供給線。サポート台、
ハンドホール、ポール、架空設置に対応。

信頼性:
• 平均を上回るIP68。非金属材料ではPIMパフォーマンスを改善、特

許ジェル・シールテクノロジー

より迅速に設置:
• たった1本のケーブルを引き込むだけ、一人の施工者
将来に向けた万全の準備:
• 軽量トランク一つのみでタワーに過負荷をかけずに、装置を追加で

きます。ジャンパー追加/交換でアップグレード可能
• 現場での作業を軽減
持続可能な設計:
• パッケージ、生産、輸送、材料を最小化した合理的設計

ソリューション詳細はCommScopeウェブサイトで

ネットワーク・ニーズに最良のソリューションに関しては、今すぐ最寄りのCommScope営業にお問い合わせください。
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